
EXIT

4.6

I II III

Push the stem in pos. I to exit

A

3.6

I II III

Push A continually for quick setting
and push step by step to ajust the hand 

B

2.6

I II III

Push B continually for quick setting
and push step by step to ajust the hand 

ENTER

1.6

I II III

Pull the stem in pos. II

B

RESET

5.5 Push the pusher B to reset

A
STOP

5.4 Push the pusher A to stop5.3

B

RESTART

Push the pusher B to restart
The chronograph hands are quickly
advanced to the ongoing measured time

5.2

B

SPLIT

Push the pusher B to display
interval time (Chrono continues)

ASTART

5.1 Push the pusher A to start

B

RESET

4.3 Push the pusher B to reset

A
STOP

4.2 Push the pusher A to stop

START
A

4.1 Push the pusher A to start

RESET

I II III

2.3 Push the stem in pos. I

SET

I II III I II III

2.1 Pull the stem in pos. II
2.2 Turn the crown in the clockwise
       direction until the desired date

RESET

2.3 Push the stem in pos. I

I II III

SET

2.1 Pull the stem in pos. II
2.2 Turn the crown in the clockwise
       direction until the desired date

I II III

8171C (202)    8171E (2340)     8171F (2350)8171A (203) 8171B (201)

RESET

I II III

1.3 Push the stem in pos. I

SET

I II III

1.1 Pull the stem in pos. III
1.2 Turn the crown until the desired hour

SECONDES
SECONDSMINUTES

MINUTES

INITIALISATION CHRONOGRAPHE, 
MINUTE ET SECONDE CHRONOGRAPHE

TO RESET CHRONOGRAPH, 
MINUTE AND SECOND CHRONOGRAPH

AFTER BATTERY EXCHANGE
OR MISHANDLING ONLY

SEULEMENT APRÈS CHANGEMENT DE
LA PILE OU MAUVAISE MANIPULATION
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CHRONOGRAPH: MEASURING SPLIT TIMES CHRONOGRAPHE: MESURE DE TEMPS INTERMEDIAIRES

CHRONOGRAPHE: MESURE DE TEMPS CUMULÉSCHRONOGRAPH: MEASURING CUMULATIVE TIMES

AFTER 2 HOURS OF CONTINUOUS RUNNING, THE CHRONO STOPS AND RESETS
AUTOMATICALLY TO SAVE THE BATTERY

APRÈS 2 HEURES DE MARCHE, LE CHRONO S’ARRÊTE ET SE REMET À ZÉRO
AUTOMATIQUEMENT AFIN D’ÉCONOMISER LA PILE.
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SETTING THE DATE
CAUTION: NEVER CORRECT DATE

BETWEEN 9 PM AND 0.30 AM.

CORRECTION DE LA DATE
ATTENTION: LA CORRECTION
DE LA DATE NE PEUT PAS SE
FAIRE ENTRE 21H00 ET 0H30.

REGLAGE DE
L'HEURE ET MINUTE

SETTING THE TIME
HOUR AND MINUTE 
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PRESENTATION -- PRÉSENTATION 

I II III

Aiguille des minutes
Minute hand

Poussoir B : split/reset
Pushbutton B : split/reset 

Indicateur de la date
Date by window

Poussoir A : start /stop
Pushbutton A : start /stop

Aiguille de petite seconde
Small second hand

Aiguille des heures
Hour hand

Aiguille chrono 30 minutes
30 minutes chrono hand

Aiguille chrono 60 secondes
60 seconds chrono hand

Position couronne / Crown position:
I :  Fonctionnement normal / Normal running

II : Réglage date et initialisation / Setting of date and reset hands

III: Réglage de l’heure / Setting of hour

8171C - E - F (202-2340-2350)        Date par aiguille
Date by hand

8171D (204)              Phase de lune
Moon phases

CHRONOGRAPHE ANALOGIQUE AVEC COMPTEUR 30 MIN. ET DATE

ANALOG CHRONOGRAPH WITH 30 MIN. COUNTER AND DATE

INSTRUCTIONS MANUAL
MANUEL D'INSTRUCTIONS
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